


User interface 7" color wVGA LCD and dedicated, always-on time and date display

Rugged, capacitive touchscreen

Multicolor LED indicator

Speaker and microphone
Available integrated readers and

supported card technologies

Integrated bar code badge 

reader

Integrated magnetic stripe card 

reader

Integrated HID proximity card 

reader

Integrated contactless smart card reader 

supporting the following technologies:

HID™ iCLASS™ MiFare Classic

HID™ iCLASS SE™ MiFare DesFire EV1

HID™ iCLASS™ Seos™

Communications 10/100 Mbps auto-sensing Ethernet with DHCP, https, IPV4, and IPV6 

support

Optional wireless 802.11 b, g, or n 2.4 GHz with WPA, WPA2 Personal, and 

WPA2 enterprise security
CPU type TI OMAP 4460 Dual Core
Memory 2GB Micro SD Card, 512 MB NAND Flash, 1 GB RAM
Power Integrated Power Over Ethernet (802.3af) and Power Over Ethernet Plus 

(802.3at)

100—240V, 1.0A max, AC power adaptor (optional)
Environment Operating temperature: 0°–40° Celsius

Storage temperature: -20°–70° Celsius

Humidity: 10%–95% noncondensing

Dimensions 11.5" wide x 5.5" high x 4" deep

Enclosure Rugged polycarbonate/ABS resin
Shipping weight 5 lbs.
Options Kronos Touch ID® Plus finger-based biometrics

External proximity reader

External linear imager bar code scanner

Backup battery

Universal relay

Wi-Fi adaptor

https://www.kronos.com/contact/en-us/form

